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Correlation analysis

SPSS (IBM SPSS Statistic 26) program was used to analyse linear correlations between different
variables (surfactant type, pulp type, pulp refining level, foam consistency, air content and final
density) and the measured 10% and 50% compression stresses and recoveries after compression. Data
included 129 trial points. Our main focus was on discussing the results where Pearson correlations

achieved significance at the 0.01 level (two-tailed). Table S1 shows the correlations.

Table S1. Correlations between used raw materials, processing methods and strength properties.

10% 50%
Pulp | Foam Compr Compres
Surfact refini | consist | Air Densi | ession 10% sion 50%
ant Pulp | ng ency, conten | ty, stress, Recov | stress, Recov
type type | level | % t, % kg/m® | kPa ery, % | kPa ery, %

Surfactant
type 1| -055| -051| -.176" | -.298" | -.063 -.004 .208" -.081 -.103

Pulp type 1].978" 091 ] -.092 | .113 448 | 244" 360" | 2147
Pulp
refining
level 1 077 | -091| .092 448 | 274 .355™ 157
Foam
consistency,
% 1 202" | .382" 3417 | -.105 3177 | -.025
Air content, -
% 1|.232" | -488" | -.153 -279™ | -.022
Density,
kg/m?3 1 7357 | -.162 871" .088
10%
Compressio
n stress,
kPa 1 -.078 .910™ -.119
10%
Recovery,
% 1 -.181" | .505™
50%
Compressio
n stress,
kPa 1] -.072
50%
Recovery,
% 1
** Correlation is significant at the 0.01 level (two-tailed)

* Correlation is significant at the 0.05 level (two-tailed)

Work associated with inelastic fibre buckling
The compression stress causes individual fibre segments to bend. During material loading, the critical

internal bending moment of a fibre may be exceeded, which can cause the segment (or fibre wall) to
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buckle inelastically (Ketoja et al. 2022). This can drastically decrease the ability of the segment to

carry load, which leads to a re-distribution of the stress between neighbouring fibre segments.

The maximal axial load carried out by a segment of length a,s(e) can be estimated as

F = KEmodl (S1)

lags(e)]?

where a, is the mean segment length of the network, E,,,4 is the elastic modulus, I is the area moment
of inertia, and k is a coefficient that depends on the boundary conditions at the segment ends (affected
by bonding properties). After the elastic deformation, the segment has a curved shape with strong
local strain and stress profiles as shown in Fig. Sla. These internal stresses can further trigger an
inelastic buckling in the segment, leading to a plastic hinge as shown in Fig. S1b. The bending

momentum at the hinge (involving force contributions from both segment ends) can be estimated as
M = F sin(0)ays. (S2)

The work associated with the inelastic buckling becomes

W = [ MdO = —FaysAcos(0)~kEpmoal /(ags)~1/s, (S3)

which agrees with the interpretation of the integral of Eq. (7) as the total internal deformation energy
of the fibre network.

Fig. S1 a) Strain profile (leading to a similar stress profile) in a bended fibre segment with an axial
load F. Here, the deformation of a segment is considered using its initial non-loaded state as a
reference. The dried-in stresses generally cause a fibre to have a curly shape, but for simplicity,
such initial stresses without external loading are omitted. b) When the critical internal bending
momentum of the fibre is exceeded, the inelastic buckling is driven by the bending momentum M at
the formed plastic hinge.
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Surfactant residues in foam-formed samples

To foster a better understanding of the safety of the material, surfactant residue from the selected
samples were spectrophotometrically analysed as described for SDS in relevant literature (Viitala et
al. 2020; Ketola et al. 2022). One or two replicates were made for one trial point. The determination
of PVA residue in the samples was done with the following procedure. The dry sample was
disintegrated in ca. 300 mL of deionised water. Then, the fibre suspension was heated to 95-96 °C
for 30 min. The heated fibre suspension was filtered through filter paper (Whatman 40) and washed
with 100 ml of hot deionised water. Next, it was washed two times with 50 ml 1:1 HCI solution.
Finally, it was washed with 200 ml of deionised water. The filtrate was diluted to a final volume of
1000 mL. About 100 mL of filtrate was centrifuged at 2200 rpm for 10 min. The PVA content of the
filtrate was measured with a spectrophotometer (Hach Lange DR3900 VIS, United States).

Calibration curves were created with known concentrations of PVA.

Table S2 shows that when the mixture of SDS and Tween was used, the surfactant residues were
much lower (1.5 mg/g) compared to the use of just SDS. The obtained level with SDS, 6.3-11.1 mg/g,
is more comparable with the theoretical estimate 8.6 mg/g obtained by assuming 10% solids content
before drying. Regarding the higher strength obtained with PVA, it is an interesting point that the
PVA residue appeared to be higher in CTMP samples (14.5-15.4 mg/g) than in BSKP samples (11.9
mg/g). However, more tests should be done to verify this dependence on the pulp type. Nevertheless,
the theoretical PVA 6-88 residue (assuming 10% solids content before drying) is much higher, 25.7
mg/g. Overall, these results indicate that from a material safety point of view, the use of surfactant

mixtures instead of one surfactant should be preferred.

Table S2. The analysed surfactant residues from a few selected trial points.

Sample Fibre Surfactant Su drgigtzznt SDS residues PVA 6-88
ID type type @ /I? (mg/g dry fibre) (mg/g dry fibre)
11 BSKP SDS 1.0 6.96
1.2 BSKP SDS 1.0 11.1
21 BSKP SDS 1.0 6.25
2.2 BSKP SDS 1.0 6.57
31 BSKP SDS 1.0 10.1
3.2 BSKP SDS 1.0 8.78
41 CTMP SDS 1.0 6.35
4.2 CTMP SDS 1.0 7.00
51 BSKP SDS + Tween 20 0.5+0.5 151
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6_1 BSKP PVA 6-88 3.0 11.9
71 CTMP PVA 6-88 3.0 14.5
7.2 CTMP PVA 6-88 3.0 154

Effect of surfactant type on compression strength

The effect of surfactant type on compression strength and recovery was evaluated with both unrefined
BSKP and CTMP (CSF 650), and a part of the results gained with SDS, Tween and PVA were
discussed in our earlier work (Ketoja et al. 2019). In this paper, some additional trial points were
obtained with Berol, APG, and a mixture of SDS and Tween. With BSKP, the highest compression
strength was attained with PVA (Fig. S2). On the other hand, nonionic Tween and anionic SDS led
to similar results. The number of data points obtained with Berol, APG and the mixture of SDS and
Tween were rather limited, but they seem to be more in line with data obtained with SDS and Tween
than with PVA. These results are similar to those of Péhler et al. (2020), who stated that a PVA

mixture led to a stronger, but more uneven material than the one obtained with SDS.

Similar results are illustrated in Fig. S3 for CTMP. Using PVA, a bit higher compression strength
was achieved than with the other foaming agents, but the difference was smaller than with BSKP.
Based on the results, we can conclude that PVA leads to a bit higher strength than the other
surfactants, but otherwise, the effect of surfactant on compression stress is negligible for the type of

pulps studied here.
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Fig. S2 The effect of surfactant type on compression strength with BSKP at 50% compression.
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Fig. S3 The effect of surfactant type on compression strength with CTMP at 50% compression.
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The effect of strength additives

A few different additives were tested to enhance the strength properties. The selected additives were
cationic starch (starch, Raisamyl 50021, Chemigate), cationic polyacrylamide (C-PAM, FennoBond
46, Kemira) and microfibrillated cellulose (MFC, code E505SWM4). MFC was refined four times
by an ultrafine friction grinder (MKZA10-15J, VTT).

Fig. S4 and Fig. S5 present the compression stress at a target density of 40 kg/m?. Here we took
advantage of the earlier power-law formulas of Figure 4 to interpolate the nearest measured data point
to the target density. When comparing the results at the 40 kg/m?® density level, refining clearly
improved the compression strength for the BSKP sheets for all the tested surfactant types. The highest
strength was achieved with the refining level of SR36 using PVA as the foaming agent. Also
statistically, the effect of the pulp refining level on compression strength was seen as significant, p(2-
tailed) = 0.356. The effect of additives on the strength was studied using PVA as a foaming agent.
The addition of starch improved the compression strength slightly, but C-PAM did not affect the
compression strength. The use of CMF also had a positive effect on the compression strength when
added to the unrefined (SR13) pulp, but the strengthening effect was not seen with a higher refining
level at which the pulp could already include more fines.

The compression strength of CTMP sheets was not improved by using a lower freeness level CTMP
(Fig. S5). The reason may be the different types of fines of the CTMP. The addition of starch, CMF
or C-PAM had only a minor effect on the compression strength. However, the simultaneous addition
of starch and CMF led to the highest compression strength and recovery. Paunonen et al. (2018)
achieved even higher recovery for CTMP sheets, especially with latex. In their study, the latex

probably made inter-fibre joints more elastic and therefore the recovery improved.
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Fig. S4 The effect of refining level and additives on compression strength at 50% strain (columns)
and recovery (diamonds) for the BSKP samples. Compression stress results have been normalised to
a density of 40 kg/m? (see text). Error bars represent the standard deviation among the data set.
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Fig. S5 The effect of refining level and additives on the compression strength at 50% strain and on
the recovery for the CTMP samples. Compression stress results (columns) have been normalised to
a density of 40 kg/m® (see text). Recovery of the material is presented by diamonds. PVA 6-88 was
used as a foaming agent for all trial points. Error bars represent the standard deviation among the
data set.
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Cushion factor

Fig. S6 illustrates the correlation between compression work and maximum stress at 50%
compression across the entire dataset. A strong, almost linear dependency is seen between those two
factors. The trends for the two different fibre types were close to one another, which suggests a

similar cushion factor (C) for the measured trial points as obtained from Eq. (8).
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Fig. S6 The mean compression work plotted against the mean maximum stress at 50% compression
for both fibre types. The slope was 0.193 for BSKP and 0.189 for CTMP. A few outliers with
consistency ¢ and air content ¢ are marked in the figure.

Fig. S7 shows how the obtained cushion factor is affected by the shape of the stress-strain curve. We
reflect the cushion factor against the mean square deviation of the measured stress-strain curve from

the theoretical curve obtained for an ideal random fibre network.

For samples that have the smallest deviations from the theory prediction, the cushion factor is also
close to the predicted value of 4.61. To get values away from this level requires that the whole stress-

strain curve is altered, which is seen as a higher deviation value.
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Fig. S7 Measured cushion factor vs. mean square deviation of the corresponding stress-strain curve
from the theoretical curve of Eq. (5). The dashed line indicates the theoretical value of 4.61 for an
ideal random fibre network at e = 0.5.

Resilience of foam-formed samples

Recovery from compression of all of the studied trial points is compared to EPS in Fig. S8.
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Fig. S8 Recovery from 50% compression for all produced samples compared to that of EPS.
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Fig. S9 presents the effect of surfactant type on recovery with CTMP samples. The highest recoveries

were seen with the SDS, and then with PVA, but quite a high variation was seen in the samples.
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Fig. S9 The effect of surfactant type on recovery with CTMP at 50% compression.
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